revos POWER

400 V 35 A contact inserts, screw connection

o

=1

Contact inserts revosrower Boseliphof Lo PartNo. PU.
Contact inserts revosrower 6-pole + ground
A @ Male insert POW STS 6 6.0 40 AG 70.210.0653.0 10
Female insert POW BUS 6 6.0 40 AG 70.200.0653.0 10
_ Technical data
6 pOIe + ground Rated voltage 400 V
400 v Rated voltage according to UL/CSA 600V
Size 16 Rated impulse voltage 6 kV
Rated current 35A
- Degree of pollution 8
*ﬁrfr o Rated cross section
e & EN 60999 2.5-6 mm?
REETE 4 uL 14 -8 AWG
» =. CSA 14 - 8 AWG
TR LTI Contacts
s § Material Copper alloy
-.".'!"" I‘"'-.r Surface Ag
Vs 4 Insulation strip length 10 mm
Contact resistance < 0.6 mQ
Mating cycles 200
Screws head design / recomm. torque
Mounting screws H1/0.5-0.7 Nm
Clamping screws H1/1.2-1.6 Nm
Ground conductor screws M5/2.0-2.5Nm
Temperature range -40 - +120°C
Housing 500 V
Size 16/16H Page 160-177
Size 16XL Page 183
Dimensions
6-pole + ground 400 V
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revos POWER
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690 V 35 A contact inserts, screw connection

Contact inserts revosrower SRRl Lo PartNo. PU.
Contact inserts revosrower 6-pole + ground
N @ Male insert POW STS 6 6.0 40 AG 72.210.0653.0 10
Female insert POW BUS 6 6.0 40 AG 72.200.0653.0 10
Technical data
6 pOIe + ground Rated voltage 690 V
690 V Rated voltage according to UL/CSA 600V
Size 16 Rated impulse voltage 8 kv
Rated current 35A
. Degree of pollution 8
45 e Rated cross section
'S 5. ks EN 60999 2.5 -6 mm?
. ik uL 14 -8 AWG
t.\&:aq i CSA 14— 8 AWG
3 11 v [ g Contacts
- =3 Material Copper alloy
e Surface Ag
Insulation strip length 10 mm
Contact resistance < 0.6 mQ
Mating cycles 200
Screws head design / recomm. torque
Mounting screws H1/0.5-0.7 Nm
Clamping screws H1/1.2-1.6 Nm
Ground conductor screws M5/2.0-2.5Nm
Temperature range -40 - +120°C
Housing 500 V
Size 16/16H Page 160-177
Size 16XL Page 183
Dimensions
6-pole + ground 690 V
+HHEHEH -
-|| mon
SHEEET
i Ex - i fT : iy
wop L&)
Derating curve o
according to IEC 60512 sec. 3 =
revosPOWER > ® =
72.200/210.0653.0 revosrowen 2 ., E
6-pole 690 V /35 A /6.0 mm” g . °
Q S
8 ©
[ [
£ = =3
= E
E = 5}
g =
= Corrected current AC [A] 2 2
s 5
S N\

Ambient temperature [°C]

Subject to change without further notice 69



revos POWER

400/690 V 82 A L=
Contact inserts, screw connection H

Contact inserts revosrower SRRl i PartNo. PU.
Contact inserts revosrower 4-pole + ground
A @ @ Male insert POW STSg4 16 64 AG 72.218.0453.0 10
Female insert POW BUS 4 16 64 AG 72.208.0453.0 10
Technical data
4-pole + ground Rated voltage L-PE 400 V / L-L 690 V
400/690 V Rated voltage according to UL/CSA 600V
Size 16H Rated impulse voltage 6 kV
Rated current 82 A
¥ - Degree of pollution 3
- Rated cross section
] e | EN 60999 6—16 mm?
:.“.! 17 UL 10 -4 AWG
) i CSA 10 -4 AWG
‘% Contacts
a5 ' Material Copper alloy
:‘?;‘L .LI' r Surface Ag
= !_',_‘_ i Insulation strip length 10 mm
T Contact resistance < 0.6 mQ
Mating cycles 200
Screws head design / recomm. torque
Mounting screws H1/0.5-0.7 Nm
Clamping screws H2/2.5-3.0 Nm
Ground conductor screws M5/2.0-2.5Nm
Temperature range -40 - +120 °C
Housing 500 V
Size 16H Page 162, 166, 172, 176
Size 16XL Page 183
Open-bottom base, Size 16 Page 164, 174
Dimensions

4-pole + ground 400/690 V
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revos POWER

690V4x35A,6x16 A L
Contact inserts, screw connection H

Contact inserts revosrower Boseliphof i Partio. PU.
Contact inserts revosrower 4-/6-pole + ground
A @ @ Male insert POW STS 4/6 DA D AG 72.215.1053.0 10
Female insert POW BUS 4/6 DA D AG 72.205.1053.0 10
Technical data
4-/6 pOIe + ground Rated voltage 690 V
690 V Rated voltage according to UL/CSA 600V
Size 16 Rated impulse voltage 8 kV
Rated current 4 Contacts 35 A/ 6 Contacts 16 A
= Degree of pollution 3
"ﬁ'&ﬂﬁ' Rated cross section
-1“- - By EN 60999 4x25-6mm?and 6 x 1-2.5mm?
‘-_g E}:;ﬂ"' uL 4x14-8AWG and 6 x 16 — 12 AWG
= CSA 4 x14-8AWG and 6 x 16 — 12 AWG
Contacts
Material Copper alloy
Surface >16 AAg/ 16 A Sn
Insulation strip length 10 mm /7 mm
Contact resistance < 1.0 mQ
Mating cycles 200
Screws head design / recomm. torque
Mounting screws H1/0.5-0.7 Nm
Clamping screws 4xH1/1.2-16Nm/6xH1/0.5-0.7 Nm
Ground conductor screws M5/2.0-2.5Nm
Temperature range -40 - +120 °C
Housing 690 V
Size 16 Page 178-182, 184-187
Size 16XL Page 183

Dimensions

4-/6-pole + ground 690 V
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revos POWER

400/690 V 40 A + 230/400V 16 A

Contact inserts, screw connection

p

=1

Contact inserts revosrower Boseliphof i Partio. PU.
Contact inserts revosrower 6-/6-pole + ground
A @ @ Male insert POW STS 6/6 GC CA AG 72.215.1253.0 10
Female insert POW BUS 6/6 GC CA AG 72.205.1253.0 10
_IG_ Technical data
6_/6 pOIe + ground Rated voltage L-PE 400 V/ L-L 690 V and L-PE 230 V/ L-L 400 V
Size 16/16XL Rated voltage according to UL/CSA 600 V
Rated impulse voltage 6 Contacts 6 kV / 6 Contacts 4 kV
Rated current 6 Contacts 40 A/ 6 Contacts 16 A
"5!*:"5'- . Degree of pollution 3
) -'{'T;' Rated cross section
A ! L EN 60999 6 x4-10 mm?and 6 x 1 - 2.5 mm?
= 1
- (A de e uL 6x12-16 AWG and 6 x 16 — 12 AWG
-] CSA 6x 12 - 16 AWG and 6 x 16 — 12 AWG
Contacts
Material Copper alloy
Surface >16 AAg/ 16 A Sn
Insulation strip length 10 mm /7 mm
Contact resistance < 1.5mQ
Mating cycles 200
Screws head design / recomm. torque
Mounting screws H1/0.5-0.7 Nm
Clamping screws 6xH1/05-07Nm/6xM5/0.8-1.0Nm
Ground conductor screws M5/2.0-2.5Nm
Temperature range -40 - +120 °C
Description Type Part No. P.U.
Housing 690 V
Hood, Size 16 XL POW GOT GA 16 M40 69 A2 72.250.1635.2 1
Open-bottom base, Size 16 BAS GUT GA 16 69 A 72.320.1628.0 1
Dimensions
6-/6-pole + ground
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revos POWER

400/690 V 100 A + 400/690 V 40 A + 230/400V 16 A A=}
Contact inserts, screw connection

=

Contact inserts revosrower

A @ @

3-/3-/6-pole + ground
Size 24/24XL

Py
:'ﬁd"! T -

Description

Contact inserts revosrower
Male insert
Female insert

Technical data
Rated voltage

Rated voltage according to UL/CSA
Rated impulse voltage

Rated current

Degree of pollution

Rated cross section

EN 60999

uL

CSA

Contacts

Material

Surface

Insulation strip length

Contact resistance

Mating cycles
Screws
Mounting screws
Clamping screws
Ground conductor screws
Temperature range

head design / recomm. torque

Description

Housing 690 V
Hood, Size 24 XL
Open-bottom base, Size 24

Type Part No. P.U.
3-/3-/6-pole + ground
POW STS 3/3/6 HEA CA AG 72.213.1253.0 10

POW BUS 3/3/6 HEA CA AG 72.203.1253.0 10

L-PE 400V /L-L 690V and L-PE 400 V / L-L 690 V
and L-PE 230V / L-L 400 V

600 V

3 Contacts 6 kV /3 Contacts 6 kV / 6 Contacts 4 kV
3 Contacts 100 A/ 3 Contacts 40 A/ 6 Contacts 16 A
3

3x10-25mm?and 3 x4 - 10 mm?and 6 x 1 - 2.5 mm?
3x8-4AWG and 3 x 12 -8 AWG and 6 x 18 - 14 AWG
3x8-4AWG and 3 x 12 - 8 AWG and 6 x 18 - 14 AWG

Copper alloy

>16 AAg/ 16 A Sn

14 mm/10 mm/7 mm
< 1.5mQ

200

H1/0.5-0.7 Nm
3xM6/1.2-1.6Nmand3xM5/0.8-1.0Nmand6xH1/05-0.7
Mb5/2.0-2.5Nm

-40 - +120°C

P.U.

Type Part No.

POW GOT GA 24 M50 69 A2
BAS GUT GA 24 69 A

72.250.2435.2 1
72.320.2428.0 1

Dimensions

3-/3-/6-pole + ground
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Derating curve

according to IEC 60512 sec.
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3+3+6-pole 690 V /230 V
100A/40A /16 A
25 mm?/16.0 mm? /2.5 mm?
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revos POWER

690V 82 A + 400 V 16A L=t

Contact inserts, screw connection H
Contact inserts revosrower SRRl i PartNo. PU.
Contact inserts revosrower 4-/2-pole + ground
A @ @ Male insert POW STS 4/2 FA DB AG 72.215.0653.0 10
Female insert POW BUS 4/2 FA DB AG 72.205.0653.0 10
_/9_ Technical data
4-/2 pOIe + ground Rated voltage 690 V and 400 V
690/400 V Rated voltage according to UL/CSA 600V
Size 16 Rated impulse voltage 8 kV/6kV
Rated current 4 Contacts 82 A (CSA 70 A) / 2 Contacts 16 A
W Degree of pollution 3
,l I' = I'— Rated cross section
Ii.‘ J L i EN 60999 4x6-16 mm?and 2 x 1 -2.5 mm?
q.‘. ﬁ; uL 4x10-4 AWG and 2 x 16 - 12 AWG
L g CSA 4x10-4 AWG and 2 x 16 — 12 AWG
‘H‘t Contacts
oo m Material Copper alloy
Thr R 1 Surface >16 AAg/ 16 A Sn
ﬂa'.‘ lﬁ,‘p, Insulation strip length 15 mm /9 mm
i Contact resistance < 1.5mQ
Mating cycles 200
Screws head design / recomm. torque
Mounting screws H1/0.5-0.7 Nm
Clamping screws 4xM6/1.2-1.6Nm/2xH1/0.5-0.7 Nm
Ground conductor screws M5/2.0-2.5Nm
Temperature range -40 - +120 °C
Housing 500 V
Hood, Size 16H Page 162-163, 172-173
Hood, Size 16XL Page 183
Open-bottom base, Size 16 Page 164, 174
Closed-bottom base, Size 16H Page 166-167, 176-177
Dimensions
4-/2-pole + ground 690/400 V
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revos POWER

400 V and 690 V multipole adapter,

screw connection

=

Multipole adapter revosrower

A @ @

6-pole + ground 400 V
Size 16

Compatible with 72.200/210.0653.0

6-pole + ground 690 V
Size 16

Compatible with 72.200/210.0653.0

Description

Multipole adapter revosrower

Male insert, ground right
Female insert, ground right
Male insert, ground left
Female insert, ground left

Multipole adapter revosrower

Male insert, ground right
Female insert, ground right
Male insert, ground left
Female insert, ground left

Technical data

Rated voltage

Rated impulse voltage

Rated voltage according to UL/CSA
Rated current

Degree of pollution
Rated cross section
EN 60999

uL

CSA

Contacts

Material

Surface

Insulation strip length
Contact resistance
Mating cycles
Screws

Mounting screws
Clamping screws
Ground conductor screws
Temperature range

head design / recomm. torque

Description

Open-bottom base

Size 16, double locking lever
Size 16, double locking lever
Size 16, single locking lever
Size 16, single locking lever

Type Part No. P.U.

6-pole + ground 400 V

POW SAS WR 6 6.0 40 AG
POW BAS WR 6 6.0 40 AG
POW SAS WL 6 6.0 40 AG
POW BAS WL 6 6.0 40 AG

6-pole + ground 690 V

POW SAS WR 6 6.0 69 AG
POW BAS WR 6 6.0 69 AG
POW SAS WL 6 6.0 69 AG
POW BAS WL 6 6.0 69 AG

70.015.0653.0 10
70.005.0653.0 10
70.010.0653.0 10
70.000.0653.0 10

72.015.0653.0 10
72.005.0653.0 10
72.010.0653.0 10
72.000.0653.0 10

6-pole + ground 400 V
400V

6 kv

600V

35 A

3

6-pole + ground 690 V
690V
8 kv

2.5 -6 mm?
14 - 8 AWG
14 -8 AWG

Copper alloy
Ag

12 mm
<1mQ

200

H1/0.5-0.7 Nm
H1/0.8-1.0Nm
H1/1.2-1.6 Nm
-40 - +120 °C

Type Part No. P.U.

BAS GUT GA 16

5| 70.320.1628.0
BAS GUT GE 16 5

5

5

70.325.1628.0
71.320.1628.0
71.325.1628.0

BAS GUT GK 16
BAS GUT GP 16

Dimensions

6-pole + ground 400 V and 690 V
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revos POWER

500 V multipole adapter,
screw connection

Multipole adapter revosrower | Peseripton Lo PartNo. PU.
Multipole adapter revosrower 4-/6-pole + ground

A @ @ Male insert, ground right POW SAS W% 4/6 DB 69 AG 72.117.1053.0 10
Female insert, ground right POW BAS WR 4/6 DB 69 AG 72.107.1053.0 10
Technical data

4:/6-pole + ground 500 V Ratod veliage 500V

Size 16 Rated voltage according to UL/CSA 600V

Compatible with 72.206/210.1063.0 — —
Degree of pollution 3
Rated cross section
EN 60999 4x25-6mm?and 6 x 1.5 -4 mm?
uL 4 x 14 -8 AWG and 6 x 16-12 AWG
CSA 4 x 14 -8 AWG and 6 x 16-12 AWG
Contacts
Material Copper alloy
Surface Ag/Sn
Insulation strip length 12 mm
Contact resistance < 1.5mQ
Mating cycles 200
Screws head design / recomm. torque
Mounting screws H1/0.5-0.7 Nm
Clamping screws 6xM3/0.5-07Nm/4xM35/0.8-10Nm
Ground conductor screws H1/1.2-1.6 Nm
Temperature range -40 - +120 °C
Description Type Part No. P.U.
Open-bottom base, 690 V
Size 16, double locking lever BAS GUT GA 16 69 A 72.320.1628.0 1
Size 16, double locking lever BAS GUT GE 16 69 A 72.325.1628.0 1
Size 16, single locking lever BAS GUT GK 16 69 A 77.320.1628.0 1
Size 16, single locking lever BAS GUT GP 16 69 A 77.325.1628.0 1

Dimensions

4-/6-pole + ground 500 V
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